




























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































serial. (1) Pertaining to the sequential performance of two or 
more activities in a single device. In English, the modifiers serial 
and parallel usually refer to devices, as opposed to sequential and 
consecutive, which refer to processes. (2) Pertaining to the 
sequential or consecutive occurrence of two or more related 
activities in a single device or channel. (3) Pertaining to the 
sequentiai processing of the individual parts of a whole, such as 
the bits of a character or the characters of a word, using the same 
facilities for successive parts. (4) Contrast with parallel. 

serializer/deserializer (SERDES). A device that serializes output 
from, and deserializes input to, a business machine. 

setup. (1) In a computer that consists of an assembly of 
individual computing units, the arrangement of interconnections 
between the units, and the adjustments needed for the computer 
to operate. (2) The preparation of a computing system to 
perform a job or job step. Setup is usually performed by an 
operator and often involves performing routine functions, such as 
mounting tape reels. (3) The preparation of the system for 
normal operation. 

short circuit. A low-resistance path through which current flows, 
rather than through a component or circuit. 

signal. A variation of a physical quantity, used to convey data. 

sink. A device or circuit into which current drains. 

software. (1) Computer programs, procedures, and rules 
concerned with the operation of a data processing system. 
(2) Contrast with hardware. 

source. The origin of a signal or electrical energy. 

square wave. An alternating or pulsating current or voltage 
whose waveshape is square. 

square wave generator. A signal generator delivering an output 
signal having a square waveform. 

SS. Start-stop. 
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start bit. (1) A signal to a receiving mechanism to get ready to 
receive data or perform a function. (2) In a start-stop system, a 
signal preceding a character or block that prepares the receiving 
device for the reception of the code elements. 

start-of-text (STX). A transmission control character that 
precedes a text and may be used to terminate the message 
heading. 

start-stop system. A data transmission system in which each 
character is preceded by a start bit and is followed by a stop bit. 

start-stop (SS) transmission. (1) Asynchronous transmission 
such that a group of signals representing a character is preceded 
by a start bit and followed by a stop bit. (2) Asynchronous 
transmission in which a group of bits is preceded by a start bit 
that prepares the receiving mechanism for the reception and 
registration of a character and is followed by at least one stop bit 
that enables the receiving mechanism to come to an idle condition 
pending the reception of the next character. 

static memory. RAM using flip-flops as the memory elements. 
Data is retained as long as power is applied to the flip-flops. 
Contrast with dynamic memory. 

stop bit. (1) A signal to a receiving mechanism to wait for the 
next signal. (2) In a start-stop system, a signal following a 
character or block that prepares the receiving device for the 
reception of a subsequent character or block. 

storage. (1) A storage device. (2) A device, or part of a device, 
that can retain data. (3) The retention of data in a storage device. 
(4) The placement of data into a storage device. 

strobe. An instrument that emits adjustable-rate flashes of light. 
Used to measure the speed of rotating or vibrating objects. 

STX. Start-of -text. 
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symbol. (1) A conventional representation of a concept. 
(2) A representation of something by reason of relationship, 
association, or convention. 

synchronization. The process of adjusting the corresponding 
significant instants of two signals to obtain the desired phase 
relationship between these instants. 

Synchronous Data Link Control (SDLC). A protocol for 
management of data transfer over a data link. 

synchronous transmission. (1) Data transmission in which the 
time of occurrence of each signal representing a bit is related to a 
fixed time frame. (2) Data transmission in which the sending and 
receiving devices are operating continuously at substantially the 
same frequency and are maintained, by means of correction, in a 
desired phase relationship. 

syntax. (1) The relationship among characters or groups of 
characters, independent of their meanings or the manner of their 
interpretation and use. (2) The structure of expressions in a 
language. (3) The rules governing the structure of a language. 
(4) The relationships among symbols. 

text. In ASCII and data communication, a sequence of 
characters treated as an entity if preceded and terminated by one 
STX and one ETX transmission control character, respectively. 

time-out. (1) A parameter related to an enforced event designed 
to occur at the conclusion of a predetermined elapsed time. 
A time-out condition can be cancelled by the receipt of an 
appropriate time-out cancellation signal. (2) A time interval 
allotted for certain operations to occur; for example, response to 
polling or addressing before system operation is interrupted and 
must be restarted. 

track. (1) The path or one of the set of paths, parallel to the 
reference edge on a data medium, associated with a single reading 
or writing component as the data medium moves past the 
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component. (2) The portion of a moving data medium such as a 
drum, or disk, that is accessible to a given reading head position. 

transistor-transistor logic (TTL). A popular logic circuit family 
that uses multiple-emitter transistors. 

translate. To transform data from one language to another. 

transmission. (1) The sending of data from one place for 
reception elsewhere. (2) In ASCII and data communication, a 
series of characters including headings and text. (3) The 
dispatching of a signal, message, or other form of intelligence by 
wire, radio, telephone, or other means. (4) One or more blocks 
or messages. For BSC and start-stop devices, a transmission is 
terminated by an EOT character. (5) Synonymous with data 
transmission. 

TTL. Transistor-transistor logic. 

typematic key. A keyboard key that repeats its function when 
held pressed. 

v. Volt. 

vector. In computer graphics, a directed line segment. 

video. Computer data or graphics displayed on a cathode ray 
tube, monitor, or display. 

view point. In computer graphics, the origin from which angles 
and scales are used to map virtual space into display space. 

viewing reference point. In computer graphics, a point in the 
modeling coordinate space that is a defined distance from the 
view point. 

viewing transformation. Operations on the coordinates of an 
object (usually matrix multiplications) that cause the view of the 
object to be rotated about any axis, translated (moved without 
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rotating), and/or scaled (changed in size along any or all 
dimensions). Viewing transformation differs from modeling 
transformation in that perspective is considered. See also 
modeling transformation. 

viewpiane. The visible plane of a CRT display screen that 
completely contains a defined window. 

viewport. In computer graphics, a predefined part of the CRT 
display space. 

volt. The basic practical unit of electric pressure. The potential 
that causes electrons to flow through a circuit. 

w. Watt. 

watt. The practical unit of electric power. 

window. (1) A predefined part of the virtual space. (2) The 
visible area of a viewplane. 

word. (1) A character string or a bit string considered as an 
entity. (2) See computer word. 

write. To make a permanent or transient recording of data in a 
storage device or on a data medium. 

write pre compensation. The varying of the timing of the head 
current from the outer tracks to the inner tracks of the diskette to 
keep a constant 'write' signal. 

yon plane. In computer graphics, a plane that is perpendicular to 
the line joining the viewing reference point and the view point, 
and that lies beyond the viewing reference point. Any part of an 
object beyond the yon plane is not seen. See also hither plane. 
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break key 5-21 
buffer, keyboard 4-3 
buffered address latch 
enable 1-32 

buffers, video display 9-14 
bus controller 1-32 
bus cycle 1-7 
busy loop 9-17 
bypassing BIOS 9-6 
byte high enable 1-9 

Index-l 



c 
CALL 6-13 
capacitor, variable 1-41 
caps lock key 5-20 
CBW 6-9 
channel, I/O 1-24 

connectors 1-25 
pin assignments 1-28 
signals 1-31 

channels, DMA 1-7, 1-9 
character codes 5-14 
characters 7-3 
classes, wait loop 9-17 
CLC 6-17 
CLD 6-17 
CLEX 6-27 
CLI 6-17 
CLK 1-31 
clock 

real-time 1-56, 1-57 
clock and data signals 
clock cycle 1-7 
clock line,keyboard 1.,.54, 
4-5,4-12,4..,13 

clock, system 1-7 
CMC 6-17 
CMOS RAM 1-56 
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LOCK 6-17 
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logic diagrams 
logic instructions 6-9 
LOOP 6-15 
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loops, program 9-14 
LOOPZ/LOOPE 6-15 
LSL 6-19 
LTR 6-18 
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code 9-19 
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make code 4-4, 4-11 
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MEM chip select 1-36 
MEM CS16 1-36 
memory 1-4 
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MEMW 1-34 
microprocessor 1-4, 1-7 
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MUL 6-8 
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startup 9-16 
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:po load protection 3-5 
non-maskable interrupt 1-38 
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I/O 1-68 

OR 6-10 
OSC 1-36, 1-41 
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controller 1-51 

output port, keyboard 
controller 1-54 

output protection 3-4 
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levels 3-6 
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outputs, power supply 3-4 
OUTS 6-12 
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disk 1-63 
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pause key 5-22 
performance, system 1-7 
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POPF 6-6, 9-8 
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power on reset 4-4 
power supply 
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output connectors 3-7 
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print screen key 5-22 
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program interrupts 5-3 
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protection control 
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RAM jumper 1-40 
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RAM, CMOS 1-56 
rate, typematic 4-4, 4-7 
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real mode 5-3 
real-time clock 1-56, 1-57 
record, configuration 1-56 
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generator 1-22 
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RESET ORV' 1-32 
reset, system 5-21 
RET 6-13 
ROM BIOS 9-10 
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ROM subsystem 1-23 
ROM/EPROM 
modules 1-23 

rotate instructions 6-9 
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routine, interrupt 
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routine, keyboard 5-23 
RS-232 8-3 
RSTOR 6-28 
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SAHF 6-5 
SAVE 6-28 
SAO-SA19 1-31 
SBB 6-7 
SBHE 1-35 
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SeAS 6-11 

scroll lock key 5-20 
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shift instructions 6-9 
shift key 5-19 
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diskette change 9-6 
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power good 3-5 
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SMEMR 1-34 
SMEMW 1-34 
SMSW 6-19 
sound control 9-13 
Spanish keyboard 4-19 
speaker 1-40 
speaker connector 1-72 
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Num Lock 5-18 
Shift 5-18,5-19 
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status register, keyboard 
controller 1-49 

STC 6-17 
STCW 6-27 
STD 6-17 
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STSW 6-27 
STSWAX 6-27 
SUB 6-7 
subsystem, RAM 1-24 
subsystem, ROM 1-23 
support joystick 5-6 
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system BIOS usage 5-3 
system block diagram xiv 
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system board layout 1-7 4 
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T/C 1-35 
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TEST 6-10 
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timers, system 1-22 
tone generation, speaker 1-22 
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track-to-track access 
time 9-6 

translation table 1-45 
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WAIT 6-17 Z wait condition 9-17 
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workspace, default 
segment 5-9 zero wait state 1-36 

write current, diskette 9-7 
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